technical data sheet

Date of impression 07.05.2015 03:37:07
Page of 1/1
Edition 10.03.2015

Material denomination STAPA WM CHROMAL II/80 Aluminium Paste

Material no. 051554ZZ5

Material description Pigment paste of flaky aluminium in medical white oil (WM) including lubricant and additives.

<table>
<thead>
<tr>
<th>Ins. characteristic</th>
<th>Specification</th>
<th>Unit</th>
</tr>
</thead>
<tbody>
<tr>
<td>TI00005 sieving &lt; 45 µm</td>
<td>96,0 - 100,0</td>
<td>%</td>
</tr>
<tr>
<td>TI00077 pigment content / non volatile</td>
<td>78,0 - 82,0</td>
<td>%</td>
</tr>
<tr>
<td>TI00077 solvent content</td>
<td>18,0 - 22,0</td>
<td>%</td>
</tr>
</tbody>
</table>

Total shelf life in month: 12

EC-safety data sheet-no. 051554ZZ5

The Data on this technical information sheet correspond with the current status of our knowledge and experience. The liability for the application and processing of our products lies with the buyer, and he is also responsible for observing any third party rights. We reserve the right to alter any product data as a result of technical progress or further developments in the manufacturing process.

ECKART GmbH
quality control department

This document has been printed automatically and will not be signed.